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IP54
UL TYPE

The cable entry frames enable the integration of the IMAS-CONNECT™ 
adapter grommets

Also available with threaded 
bushings

Also available with stainless steel 
screws (V2A)

The cable entry frames KEL-FG are suited for installation, sealing and strain 
relief of cables with connectors and conduits at an angle of 90° to the 
cabinet, enclosure or machine wall.

The KEL-FG-A frame matches exactly the cut-out dimensions for 24-pin 
standard industrial connectors. For tool-free assembly/disassembly of the 
KEL-FG-A the snap mounting frame KEL-SNAP 24 can be used. The 
KEL-FG-B is suited for cut-outs 36 × 46 mm.

The single-row versions KEL-FG-E are particularly suited for flat connectors. 
The small frames are ideal for applications with limited space.

The version with threaded bushings enables the cable entry frame to 
be screwed onto the housing from the inside out. This protects against 
vandalism and tampering with the housing from the outside.

A flat rubber gasket is included in the shipment.

Advantages & benefits

Installation at an angle of 900 to the wall
Mechanical protection of cable directly at the place of entry
Protection against water spray and drips
Maintain manufacturer’s warranty on pre-terminated cables
Strain relief according to EN 62444
High stability, vibration resistant
Can be combined with IMAS-CONNECT adapter grommets

Specifications

Material Polyamide (PA)
Flame class UL 94 V-0, self-extinguishing
IP rating  IP54, with gasket and correct selection of the cable 

grommets
Temperature -40°C to +140°C (static)
Properties Halogen-free, silicone-free

Accessories

KT Cable grommets 74 - 89
AT Adapter grommets 90 - 101
KEL-SNAP Mounting frames 52 - 55
KEL-EMC Cable collectors 260 - 262
ST Plugs 85

KEL-FG series
Flange enclosure for 90° cable transit
with IP54 rating
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KEL-FG
Flange enclosure for 90° cable transit
KEL-FG-A

Description Cut-out | Drilling template Type
Cut-out

mm
Grommets

small | large
Order No. PU

KEL-FG-A10 36 x 112 10 | – 42320 1

KEL-FG-A10
with V2A screws

36 x 112 10 | – 42320.200 1

KEL-FG-A10
with threaded bushings M4

36 x 112 10 | – 42320.400 1

KEL-FG-A7 36 x 112 6 | 1 42322 1

KEL-FG-A7
with V2A screws

36 x 112 6 | 1 42322.200 1

KEL-FG-A7
with threaded bushings M4

36 x 112 6 | 1 42322.400 1

KEL-FG-A4 36 x 112 2 | 2 42324 1

KEL-FG-A4
with V2A screws

36 x 112 2 | 2 42324.200 1

KEL-FG-A4
with threaded bushings M4

36 x 112 2 | 2 42324.400 1



48 www.icotek.com

5,
5 

 3
2 

 64,8 

 62,5 

 1
0 

80

 5
7,

5 

80

 5
7,

5 

 1
0 

 5
7,

50
 

 23,4  56,8 

5,5

62,5

32

46

36

5,5

62,5

32

46

36

IP54
UL TYPEKEL-FG

Flange enclosure for 90° cable transit
KEL-FG-B

Description Cut-out | Drilling template Type
Cut-out

mm
Grommets

small | large
Order No. PU

KEL-FG-B4 46 x 36 4 | – 42330 1

KEL-FG-B4
with V2A screws

46 x 36 4 | – 42330.200 1

KEL-FG-B4
with threaded bushings M4

46 x 36 4 | – 42330.400 1

KEL-FG-B1 46 x 36 – | 1 42332 1

KEL-FG-B1
with V2A screws

46 x 36 – | 1 42332.200 1

KEL-FG-B1
with threaded bushings M4

46 x 36 – | 1 42332.400 1
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IP54
UL TYPEKEL-FG

Flange enclosure for 90° cable transit
KEL-FG-E

Description Cut-out | Drilling template Type
Cut-out

mm
Grommets

small | large
Order No. PU

KEL-FG-E2 43 x 24 2 | – 42333 5

KEL-FG-E2
with V2A screws

43 x 24 2 | – 42333.200 5

KEL-FG-E2
with threaded bushings M4

43 x 24 2 | – 42333.400 5

KEL-FG-E3 65 x 24 3 | – 42334 5

KEL-FG-E3
with V2A screws

65 x 24 3 | – 42334.200 5

KEL-FG-E3
with threaded bushings M4

65 x 24 3 | – 42334.400 5

KEL-FG-E5 112 x 24 5 | – 42336 5

KEL-FG-E5
with V2A screws

112 x 24 5 | – 42336.200 5

KEL-FG-E5
with threaded bushings M4

112 x 24 5 | – 42336.400 5

Single-piece packaging units are available on request.


